20011205.ba v03_n262.bam.20011205 


>From ???@??? Wed Dec 5 16:38:38 2001 -0600 

Message-Id: <200112052238.£B5McS57001488@sco.theporch. com> 
Date: Wed, 5 Dec 2001 16:37:58 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3262 


BOATANCHORS Digest 3262 
Topics covered in this issue include: 


1) Re: "Muntz-ing" revealed... Bob Pease 

by "Paul Nelson" <drhydro@qwest.net> 
2) Early TV Resource 

by "Steve" <scb@fly.hiwaay.net> 
3) Fw: Low Power AM station FM, too 

by Edward J Knobloch <k4pf£@juno.com> 
4) QRPppp AM stations ... 

by ejones@hiwaay.net 
5) wanted : Low Power am phono oSc.... 

by "ed sharpe" <esharpe@uswest.net> 
6) Re: Vintage Tube Services web page 

by Arden Allen <gumbear@pacbell.net> 
7) Re: Low Power AM station 

by tsmith@hal-pc.org 
8) Re: Vintage Tube Services web page 

by Chuck Swiger <cswiger@widomaker.com> 
9) Re: Vintage Tube Services web page 

by Gary Woods <gwoods@albany.net> 
10) Re: Vintage Tube Services web page 

by KN2X@webtv.net (William Henneberry) 
11) Low Power am phono osc.... 

by Richard Post <postr@ohiou.edu> 
12) Re: Muntz TV's 

by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
13) Re: Muntz TV's 

by Bob Roehrig <broehrig@aurora.edu> 
14) Vintage Tube... Brass Yarmukas 

by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
15) ADMINISTRIVIA: Using The Archives 

by listown@nanniandjack.com (Mail List Owner) 
16) Wanted: SB-102 PA cage cover 

by Robert Kemp <rkemp@mr.net> 
17) Western Electric Tube Tester 

by Jerry Proc <jerry.proc@sympatico.ca> 
18) Radio 


by "Shirli Sieb" <sieb@sympatico.ca> 
19) [Fwd: need help with a military radio] 

by David Hollander <n7rk@dancris.com> 
20) RE: Vintage Tube Services web page 

by Morris Odell <MorrisO@vifp.monash.edu.au> 
21) 390A - What do I do now? 

by Morris Odell <MorrisO@vifp.monash.edu.au> 


Date: Tue, 4 Dec 2001 17:21:47 -0600 

Message-Id: <v04210100b833082ac953@[10.0.0.2]> 

From: "Paul Nelson" <drhydro@qwest.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Mime-Version: 1.0 

Subject: Re: "Muntz-ing" revealed... Bob Pease 

Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


For those who might not be familiar with the redoubtable Mr. Pease, 
he's been a fixture in Electronic Design magazine for an xawfulx long 
time- I think his title is something like chief scientist at National 
Semiconductor- "the old guy in the corner who knows everything" - 


see http://www.national.com/rap/ 

and go from there. Quite a guy. And see, in particular, 
* Check here for a listing of ED columns 

which resolves to: http://www.planetee.com/ed/pease. html 


and the first listing, 
http: //www.planetee.com/planetee/servlet/DisplayDocument?ArticleID=720 


is what my desk at work aspires to look like! Bob's my idol! 


Paul Nelson W5GNF "When I go, I want to go quietly, in my 
Ames, Iowa sleep, like my grandfather- not 
screaming, like his passengers." 
(DrHydro@qwest.net) 
"More hay, Trigger?" 
Cessna 140 N77149 "No thanks, Roy, I'm stuffed." 


Message-Id: <200112050021.f£B50LphM014735@mail.hiwaay.net> 
From: "Steve" <scb@fly.hiwaay.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tue, 4 Dec 2001 18:21:23 +0000 

MIME-Version: 1.0 


Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 
Subject: Early TV Resource 


Greetings; 


Here is a very well done awe-inspiring site documenting, in 
photographs from Dr Zworykin's estate, RCA's line of television 
research and development. 
<http://members.tripod.com/~FrameMaster/index.html > 


Enjoy; Steve Bringhurst 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: cswiger@widowmaker.com 

Date: Tue, 4 Dec 2001 22:40:40 -0500 

Subject: Fw: Low Power AM station FM, too 
Message-ID: <20011204.224041.4092.0.k4p£@juno. com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: Edward J Knobloch <k4pf£@juno. com> 


> Chuck Swiger cswiger@widowmaker.com described 
> using an old signal generator as an a.m. transmitter 
> for around-the-house broadcasting. 


If you feed audio to the external modulation input 

of a cheap signal generator like the Eico or Heath, 

you will get enough simultaneous frequency modulation 

for it to serve as an in-house FM broadcast band transmitter 
as well. Pre-emphasis, what's that? 


73, 
Ed Knobloch k4pf£@juno.com 


Date: Tue, 4 Dec 2001 22:14:10 -0600 (CST) 
Message-Id: <v03007801b832d9f£39e30@[216.180.65.175]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 

To: Old Tube Radios <boatanchors@theporch.com> 

From: ejones@hiwaay.net 

Subject: QRPppp AM stations ... 


de N4TGC Eric 


Just this year, I glommed a pretty nice URM-25F sig-gen ata 
Hamfest for $25 (it's missing the cover gasket; but he included a somewhat 
ratty Meas. 800 FM sig-gen that worked, too!), and he told the story that 
the SG-103/25F had last been used to "broadcast" sermons from the pulpit to 
a remote bldg on the church grounds. I don't recall him saying what 
frequency or type of antenna they used - just that it worked very well for 
months, til they got a reg'lar system set up. I didn't doubt him ... 


Date: Tue, 4 Dec 2001 21:35:47 -0700 
Message-ID: <0Q02a01c17d46$50059390$0100a8cO@smeccxp> 
From: "ed sharpe" <esharpe@uswest.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "Forsale-swap" <forsale-swap@qth.net> 
Subject: wanted : Low Power am phono osc.... 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


looking for a phono osc from my youth may have been knight blue chassis and 
at least 3 tubes on it? 


also there was an rca phono osc that had a resistance line cord to drop the 
voltage for tube fil, had one jug in it but may have had multiple sections 
in the tube. was a shoulder type tube! 

I will also post this to for sale list 


thanks ed sharpe 


sos Original Message ----- 

From: "Morris Odell" <MorrisO@vifp.monash.edu.au> 
To: "Old Tube Radios" <boatanchors@theporch.com> 
Sent: Tuesday, December 04, 2001 2:28 PM 

Subject: RE: Low Power AM station 


Hi all, 
Chuck Swiger wrote: 
> Just want to report that some old signal generators, such as the 


> Measurements Corp 65-B make an xexcellentx low pwr am transmitter 
> for around the house broadcasting. 


VV VV VV VV 


> I must confess to using the HP 606B in this way for domestic ECM. When the 
> house next door was being built the builders had a ghetto blaster spewing 
> forth horrible noises at full blast for most of the day. Simply plugging 
the 

> long wire antenna lead into the 606 and "coincidentally" setting it to the 
appropriate frequency was very effective! 


In the pre-walkman era I worked with an engineer who had built himself a 
pocket sized box to be used on the train whenever young people played 
"that 

> nasty rock 'n roll" on their transistor radios. The antenna was a length 
of 

> wire threaded down his pants leg. He would discreetly reach into his 
pocket 

> and have peace for the rest of his journey! 


> 
> 
> 
> 


73 de Morris VK3DOC 


Date: Tue, 04 Dec 2001 20:44:08 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Vintage Tube Services web page 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGNUQOHLXT5UFV@mta7.pltn13.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=IS0-8859-1 
Content-transfer-encoding: 7bit 


Took a look at that page and read a little. Yuk!! Nothing worse then 
being doused with hogwash in the cold of winter........ 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-Id: <200112051339.HAA27556@mail.hal-pc.org> 
To: Old Tube Radios <boatanchors@theporch.com> 
From: tsmith@hal-pc.org 

Subject: Re: Low Power AM station 

Date: Wed, 5 Dec 2001 13:40:06 GMT 


Hi Chuck and gang, 
My manual on the HP 606A sez 4.5 volts peak produces 100% modulation and the 


input impedance is approximately 600 ohms. Also sez that the 606 can be 
modulated by square waves and "other" complex signals. 


Tom N5SAMA 


Gang - 


Just want to report that some old signal generators, such as the 
Measurements Corp 65-B make an xexcellent*x low pwr am transmitter 
for around the house broadcasting. The case style and big ol' modulation 
meter adds to the fun factor. I'm not sure what the audio input Z 
for that particular unit is but a line level signal isn't enough - I have 
to use 
a "Hi Fi" amp up fairly loud to get 100% peaks, but it sure sounds clean. 
If I remember correctly it is the osc B+ that is modulated in that unit, and 
you can pick any freq from 80Khz to 20Mhz. 


VV VVVMV VV VV VV VV 


Oh, also, contrary to prophacies of doom, there's still lots of small 
market 

> AM stations recycling their stacks of wax and shellac - just noticed one on 
the 

> Chesapeake bay on 540, WDMV, only 1KW daytime but very listenable here 

> over the water in Hampton w/ lots of local color. 


> 

> Chuck 

> kb4new 

> cswiger@widomaker.com 
> 

> 


Message-Id: <4.3.1.1.20011205100348 . 00da9570@192 .168.0.134> 
Date: Wed, 05 Dec 2001 10:13:58 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Chuck Swiger <cswiger@widomaker.com> 

Subject: Re: Vintage Tube Services web page 

Cc: Old Tube Radios <boatanchors@theporch.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Dunno about brass dampers - but my summer TV project (1950 RCA set, 
seperate audio IF) has a curious shield on the tuner osc with about a 
1 inch band of 1/16" thick metal. I understand that in non-intexmod 
sets lo stability and a fine-tuning control are essential. 


I guess if you have a megabuck WE-300b that's gone microphonic a 
quack solution is much cheaper than finding a replacement. 


At 08:44 PM 12/4/01 -0800, you wrote: 

>Took a look at that page and read a little. Yuk!! Nothing worse then 
>being doused with hogwash in the cold of winter........ 

> 

>Arden Allen KB6NAX Vallejo, CA sgumbear@pacbell.net 


From: Gary Woods <gwoods@albany.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Vintage Tube Services web page 

Date: Wed, 05 Dec 2001 10:27:39 -0500 

Message-ID: <75£sQu4eqe0ldu7nalihpb3qsspé6ésbcabc@4ax.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


On Wed, 05 Dec 2001 10:13:58 -0500, you wrote: 


>Dunno about brass dampers - but my summer TV project (1950 RCA set, 
>seperate audio IF) has a curious shield on the tuner osc with about a 
>1 inch band of 1/16" thick metal 


Then there was the "anti-Bark" magnet for the H-output. 


ISTR that a rubber band would damp microphonic tubes pretty well. 


From: KN2X@webtv.net (William Henneberry) 

Date: Wed, 5 Dec 2001 11:46:22 -0500 (EST) 

To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com (Old Tube Radios), 
boatanchors@theporch.com (Old Tube Radios) 

Subject: Re: Vintage Tube Services web page 

Message-ID: <2526-3COE4F5E-119@storefull-148.iap.bryant.webtv.net> 

Content-Disposition: Inline 

Content-Type: Multipart/Mixed; Boundary=WebTV-Mail-29937-56 

Content-Transfer-Encoding: 7Bit 

MIME-Version: 1.0 (WebTV) 


--WebTV-Mail-29937-56 
Content-Type: Text/Plain; Charset=US-ASCII 
Content-Transfer-Encoding: 7Bit 


The strange shield on the tuner tube was there to damp out Barkenhausen 
oscillations. 


- -WebTV-Mail-29937-56 
Content-Disposition: Inline 
Content-Type: Message/RFC822 
Content-Transfer-Encoding: 7Bit 


Received: from smtpin-101-6.bryant.webtv.net (209.240.198.40) by 
storefull-144.iap.bryant.webtv.net with WTV-SMTP; Wed, 5 Dec 2001 
07:18:00 -0800 (PST) 

Received: by smtpin-101-6.bryant.webtv.net (WebTV_Postfix+sws) id E6ABA16B; 
Wed, 5 Dec 2001 07:18:00 -0800 (PST) 

Delivered-To: kn2x@webtv.net 

Received: from sco.theporch.com (sco.theporch.com [207.234.31.38]) by 
smtpin-101-6.bryant.webtv.net (WebTV_Postfix+sws) with ESMTP id 
Q8B15165 for <KN2X@webtv.net>; Wed, 5 Dec 2001 07:17:59 -Q800 (PST) 

Received: from sco.theporch.com (localhost [127.0.0.1]) by sco.theporch.com 
(8.12.2.Beta1/8.12.2.Betal1) with SMTP id f£B5FHD57012989; Wed, 5 Dec 
2001 09:17:13 -0600 (CST) 

Received: from marlin.exis.net (IDENT: root@marlin.exis.net [65.120.48.2]) 
by sco.theporch.com (8.12.2.Beta1/8.12.2.Beta1) with ESMTP id 
f£B5FFP57012822 for <boatanchors@theporch.com>; Wed, 5 Dec 2001 
09:15:26 -0600 (CST) 

Received: from thombdc.widomaker.com (digital-99-99.exis.net [65.120.59.99]) 
by marlin.exis.net (8.11.2/8.11.0) with ESMTP id £B5FF3V29386; Wed, 
5 Dec 2001 10:15:06 -0500 

Message-Id: <4.3.1.1.20011205100348 . 00da9570@192 .168.0.134> 

X-Sender: cswiger#widomaker.com@192.168.0.134 

X-Mailer: QUALCOMM Windows Eudora Version 4.3.1 

Date: Wed, 05 Dec 2001 10:13:58 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Chuck Swiger <cswiger@widomaker.com> 

Subject: Re: Vintage Tube Services web page 

Cc: Old Tube Radios <boatanchors@theporch.com> 

In-Reply-To: <QOGNUQOHLXT5UFV@mta7.pltn13.pbi.net> 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 

Reply-To: cswiger@widomaker.com 

Sender: owner-boatanchors@theporch.com 

X-Listprocessor-Version: 8.2.07 -- ListProc(tm) by CREN 


Dunno about brass dampers - but my summer TV project (1950 RCA set, 
seperate audio IF) has a curious shield on the tuner osc with about a 
1 inch band of 1/16" thick metal. I understand that in non-intexmod 
sets lo stability and a fine-tuning control are essential. 


I guess if you have a megabuck WE-300b that's gone microphonic a 
quack solution is much cheaper than finding a replacement. 


At 08:44 PM 12/4/01 -0800, you wrote: 

>Took a look at that page and read a little. Yuk!! Nothing worse then 
>being doused with hogwash in the cold of winter........ 

> 

>Arden Allen KB6NAX Vallejo, CA sgumbear@pacbell.net 


--WebTV-Mail-29937-56-- 


Message-Id: <v03007803b834043bb£44@[132.235.46.182]> 
Mime-Version: 1.0 

Content-Type: text/enriched; charset="us-ascii" 
Date: Wed, 5 Dec 2001 12:13:40 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Richard Post <postr@ohiou.edu> 

Subject: Low Power am phono osc.... 


Ed Sharpe mentioned a device from his youth. Not ready to sell mine 
but do have a picture of it. 


The Knight-kit does indeed have a blue chassis with three tubes. One 
50C5 is oscillator, the other 50C5 is a modulator. 
Pic is at 


<<http: //frognet.net/~postrd/rp/Radio/KnightWB.JPG> 


> a phono osc may have been knight blue chassis and 


>at least 3 tubes on it? 


Rich 


<fontfamily><param>Geneva</param>Boatanchor Pix website - KB8TAD 


<<http://oak.cats.ohiou.edu/~postr/bapix/> 


Museum of Radio and Technology 


<<http://oak.cats.ohiou.edu/~postr/MRT> </fontfamily> 


Date: Wed, 5 Dec 2001 12:19:50 -0500 (EST) 

From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200112051719 .MAA12987@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Muntz TV's 


Admiral did an audio-output tube "double duty" ckt. 6AS5 was a sorta 
series regulator w. control grid biased @ half B+ & cathode feeding 
whole intercarrier IF strip. 


Cute ckt. 


Marty 


Date: Wed, 5 Dec 2001 11:35:08 -0600 (CST) 

From: Bob Roehrig <broehrig@aurora.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Muntz TV's 

Message-ID: <Pine.OSF.4.31.0112051132390 .386723-100000@mail.aurora.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Wed, 5 Dec 2001, Marty's Refl. Drop wrote: 


> Admiral did an audio-output tube "double duty" ckt. 6AS5 was a sorta 
> series regulator w. control grid biased @ half B+ & cathode feeding 
> whole intercarrier IF strip. 


Reminds me of the nasty trick Motorola used to bias the 6AQ5 audio outputs 
in some of their VHF-FM receiver strips. The would use voltage from the 
grid of the IF limiter stage. Problem if the IF strip/limiter had a 
problem where the gain dropped off, the output tube would fry. 


73 Bob Roehrig K9EUL 
Aurora University Telecom/IS dept. 
630-844-4898 broehrig@aurora.edu 


Date: Wed, 5 Dec 2001 13:12:31 -0500 (EST) 


From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org> 
Message-Id: <200112051812 .NAA16139@aa4rm.ba-watch.org> 
To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Subject: Vintage Tube... Brass Yarmukas 


The site propieter is laughing all the way to the bank... and laughing 
hardest. 

Sure has some neat gear tho. My favorite the Heath tube tester (hi hi). 
In one "lab set-up" there's a UX227 tube under test. 

Reminds me of the lead hollow-hemisphere that Atwater-Kent put on their 
detectors in Model 33, etc. TRFs. Hollow-hemisphere was a sorta anti- 
microphonic "skull cap,' eg. yarmulka 

List ogre Jack Hill always ends with this codpiece 


"Plus ca change, plus c'est la meme chose" 


Which in Navajo means "I had one grunch but the eggplant over there." 


Message-Id: <200112051915.£B5JF0i1d019853@o0sr506.nanniandjack.com> 
From: listown@nanniandjack.com (Mail List Owner) 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: ADMINISTRIVIA: Using The Archives 

Date: Wed, 5 Dec 2001 11:15:00 -0800 (PST) 


Gang- 


!!!THIS INFORMATION HAS CHANGED! !!! 


This periodic post is designed to help everyone gain more value from 
their boatanchors subscription. 


Often I receive an email request, or I read on the list, of someone 
who is aware there is an archive available with some special files 
with special information that is of a more permenant nature than a 
post to the list, but who is unaware of how to retrieve these gems. 


In the archives, there are cross-reference tables for Tubes, Military 


Equipment Nomenclature, suggestions for restorations and modifications 
to our beloved fire bottle rigs, and some wonderful stories of real 
adventures and the people involved. 


These files may be accessed by the Web... quickly and easily. 
These files can also be accessed by email. 


For WWW access: 
go to http://www.theporch.com 
select "Mailing List Web Interface" 
on your first time there, click "Register For Full Account" 
follow the instructions, and BE SURE you use the email address 
that you have your BoatAnchors mail addressed to -- this interface 
will work ONLY for members of the list! 
Once registered, you can: 
search the archives of previous posts (so far we haven't loaded 
all the previous posts online, but that is in the works; 
download the index of files; 
retrieve individual files 
manage your subscription via the web interface 
AWESOME! 


For email access: 
Step One: 
send an email (leave the subject blank, or, if your mailer 
requires a subject, type a single character, like "a" in 
the subject box) to: 
listproc@sco.theporch.com 


Step Two: 
in the body type: 
index boatanchors 


NOTE: The index *includes* all the previous articles now available 
through the web interface, so the index is HUGE and difficult 
to search -- the web interface is much easier. 


Step Three: 
after checking out the index for files of interest, and finding 
the one or more you want to have sent to you, send another 
email to: 
listproc@sco.theporch.com 


and, in the body, type: 
get boatanchors file.name 


where you substitute the name of the file from the index 
for "file.name" 


This should get you off to a good start. If you encounter any problems, 
please let me know at the address below. 


73 
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - - 
listown@nanniandjack.com - "Plus ca change, plus c'est la meme chose" 


"Il n'y a que les idiots qui ne changent jamais d'idee" 
Wed Dec 5 11:15:00 PST 2001 


Message-ID: <3COE7D7B.986B3E2@mr.net> 

Date: Wed, 05 Dec 2001 14:03:07 -0600 

From: Robert Kemp <rkemp@mr.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Wanted: SB-102 PA cage cover 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Anyone out there have a junker around to assist in a few parts. 
Just picked up a rig and it needs a little TLC!!!(among other things) 
Bob. 


Message-ID: <3C0E7994.5417F8BA@sympatico.ca> 
Date: Wed, 05 Dec 2001 14:46:28 -0500 

From: Jerry Proc <jerry.proc@sympatico.ca> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Western Electric Tube Tester 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hello Group, 


A person I know who is not on this list picked up a Western Electric 
KS-5727-L1 tube tester that is missing some parts. It was originally 
made for Western Union by Hickok. Does anyone know if there is an exact 
cross reference to a Hickok model number? The biggest problem is the 
missing internal tube chart roll. Is another identical unit the only 
source for the chart roll? 


Regards, 
Jerry Proc VE3FAB 
Toronto, Ontario 


e-mail: jerry.proc@sympatico.ca 
http: //webhome. idirect.com/~jproc/ve3fab 


From: "Shirli Sieb" <sieb@sympatico.ca> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Radio 
Date: Wed, 5 Dec 2001 15:56:52 -0500 
Message-ID: <LOBBJHOLOOHLIPLONIAFOEKNEJAA.sieb@sympatico.ca> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


CBC RADIO'S TUNING THE WORLD 


Tuning the World is a lively celebration of the power of radio and its 
significance to humankind. Radio continues to shape 

humanity's understanding of itself 100 years after Guglielmo Marconi's first 
transatlantic wireless transmission from Cornwall, England to Signal Hill in 
St. John's, Newfoundland. 


This was the event that made the world realize that a new communications 
medium had been born. CBC Radio's 

celebrations begin with special programming in the weeks leading up to the 
anniversary on Wednesday, December 12. On that day, both CBC Radio One and 
CBC Radio Two will celebrate Marconi's incredible feat by both reflecting on 
radio's past 

and looking to its future in the new millennium. 


As part of the celebrations, CBC Radio 3 brings you the Marconi Global 
Sampler: an interactive sound and visual mixer. A world only imagined 100 
years ago, now at your fingertips. 


The site also contains a complete list of Tuning the World programming, 
which begins November 30 on CBC Radio One 

and CBC Radio Two. For more information, visit the Tuning the World web site 
at 

www.tuningtheworld.com . 


Regards, Josie Buiza, 
Communications New Media CBC.ca 
(http: //www.cbc.ca/) Toronto, Canada 


Message-ID: <3CQE9AC5.A5E986E@dancris.com> 
Date: Wed, 05 Dec 2001 15:08:04 -0700 


From: David Hollander <n7rk@dancris.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: [Fwd: need help with a military radio] 

Content-Type: multipart/mixed; 
boundary="------------ 2B83252202C22BC218F2E31D" 


This is a multi-part message in MIME format. 

Teta orate 2B83252202C22BC218F2E31D 

Content-Type: text/plain; charset=us-ascii; x-mac-type="54455854"; x-mac- 
creator="4D4F5353" 

Content-Transfer-Encoding: 7bit 


Can anyone who is familiar with military radios possibly give some 
suggestions on this one? 


Thanks, 


Dave 


KKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKKEKKKKKKKKKKKKKKKKKKKKKKKKKKK 


Dave N7RK - Webmaster CADXA http://cadxa.org 
Phoenix, Arizona *xDXCC Honor Rollx *xWAZ##23 - 75 Meter SSBx 


ex-XE2/N7RK, N7RK/ZB2, VK2ERK, ZMOAIJN, WBO6NRK, WN6IWX 


Boatanchor Collector Extraordinaire preferring Hallicrafters, National 
and what ever else looks interesting! 


E-Mail: n7rk@dancris.com Home Page: 
http: //www.dancris.com/~n7rk 


HSPs eeseoSs 2B83252202C22BC218F2E31D 
Content-Type: message/rf£c822 
Content-Transfer-Encoding: 7bit 
Content-Disposition: inline 


Return-Path: <Scott.Deuty@Primarion.com> 
Received: from maxx.primarion.com ([12.34.76.71]) 
by mail.dancris.com (8.11.2/8.11.2) with ESMTP id fB402ut23231 
for <n7rk@dancris.com>; Mon, 3 Dec 2001 17:02:56 -0700 
Received: by MAXX with Internet Mail Service (5.5.2650.21) 
id <VT5PC9KQ>; Mon, 3 Dec 2001 17:02:25 -0700 
Message-ID: <F14AB75997B5D3119CA8009027CAE5C1922C87@MAXX> 
From: "Deuty, Scott" <Scott.Deuty@Primarion.com> 
To: "Dave Hollander (E-mail)" <n7rk@dancris.com>, 


"Parmenter, Kevin" 

<kevin. parmenter@Primarion.com> 
Subject: need help with a military radio 
Date: Mon, 3 Dec 2001 17:02:23 -0700 
MIME-Version: 1.0 
X-Mailer: Internet Mail Service (5.5.2650.21) 
Content-Type: text/plain; 

charset="iso-8859-1" 
X-Mozilla-Status2: 00000000 


Kevin/Dave, 

My neighbor is building a 50's area Marine Corps Jeep that was a radio truck 
and he needs some help identifying and locating the radio for the truck. 

Can you help? 


Scott Deuty, Manager 

Power Applications 
Primarion 

2507 W. Geneva 

Tempe, AZ 85282 

(602) 454-7205 x1009 

(602) 414-1779 Direct!!!! 
fax (602) 454-7220 

mobile (602) 538-9946 


Message-ID: 
<07A064EA6042D4118A62009027F70E77181CFF@nt_exchange.vifp.monash.edu.au> 
From: Morris Odell <MorrisO@vifp.monash.edu.au> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: Vintage Tube Services web page 
Date: Thu, 6 Dec 2001 09:35:20 +1100 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Hi all, 


As many have observed that site was pretty over-the-top as far as 
audiophoolery is concerned, But regarding tube dampers, there may be a 
smidgen of method in their madness. 


Tubes were "slugged" for want of a better term to reduce microphonics & 
provide electrosatatic shielding, especially in conjunction with shock 
mounts. An example of this is in the HP video amplifier plugin for the 


monstrous 524 series of vacuum tube electronic counters. The input tubes, 
two 6AK5s IIRC, are mounted on a floating rubber-isolated plate and 
surrounded with close fitting heavy diecast cylindrical sleeves. This no 
doubt reduces the vibration resonance frequency. (The 524 mainframe has a 
rather large fan). Another example is the nuvistor mounts in early Tek 1A1 
plugins where the 2 nuvistors were fitted into in a thick metal housing with 
silicone rubber lined holes into which each tube nestled snugly. The whole 
assemply was also on a shock mounted plate. No gold plating though, they 
were that lovely Tek blue. 


Gee that old test gear looked nice, even though it's in the service of the 
dark side... 


73, Morris 


Message-ID: 
<07A064EA6042D4118A62009027F70E77181D00@nt_exchange.vifp.monash.edu.au> 
From: Morris Odell <MorrisO@vifp.monash.edu.au> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: 390A - What do I do now? 
Date: Thu, 6 Dec 2001 09:42:39 +1100 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Hi all, 


I finally took my own advice and got a residual current (aka earth leakage, 

core balance) circuit breaker fitted to the boatanchorium power supply. Now 

I find I can't use the R-390A, or even plug it in, because the configuration 
of the line filter results in enough leakage to trip the breaker. 


Looking at the manual, there are pi networks in each mains lead with the 
caps returned to ground. 


I would be interested to hear of any fixes for this. I don't want to use an 
isolation transformer - that defeats the purpose of the RCCB in the first 
place. I remember reading suggestions such as rebuildong the filter or 
replacing it with a modern computer type on (no problem with one of those in 
a piece of homebrew gear in my shack). 

Any suggestions? 


Thanks guys 


73, Morris VK3DOC 


End of BOATANCHORS Digest 3262 
KI KKKK KKK KK IIA KKK IKKE K KI 


